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Mounting a Scope Drying Unit 
to IV or Scope Pole
Ventaire™ Endoscopy System 

Follow these instructions to mount a scope drying unit to 
an IV or scope pole.

Included:
• Mounting bracket
• 2 U-bolts
• 4 nuts

Tools needed:
• Flat-head screwdriver
• Wrench

Step 1
Position bracket so the arrow faces up

Step 2
Place bracket against the pole at desired height. Typical height of 
unit is approximately 4’ 9” (57”) from the floor to the center of the 
unit’s screen

Step 3
Place U-bolts over the pole and through the center holes in the 
back of the bracket. Insert and turn the 4 nuts clockwise with 
wrench until firm and the U-bolts are tightly in place

Step 4 
Line up the 4 tabs on the bracket with the 4 channels on the back 
of the unit. Push down gently on the scope drying unit until firmly 
in place

Step 5
Use the flathead screwdriver to tighten the cam lock on each side 
of the mounting bracket, making sure the arrow on the cam lock 
is pointed up or down when the lock is tight

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES[MILLIMETERS]
TOLERANCES ARE:

ANGLES: 1/2

.X  .050[1.27]

.XX  .030[0.76]

.XXX  .015[0.38]Part free of burrs & sharp edges2.
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Min bend radius required1.
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REVISIONS

REV. DESCRIPTION DATE ENG. 
CHANGE #

A Release for Prototype 7/21/2022

B Added Arrow and "UP" 11/18/2022
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